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Step 7
450mm
Cabinet

Step 7
400mm Cabinet

Step 7
300mm Cabinet

Step 7
450mm Cabinet

Step 7
450mm
Cabinet

Step 7
450mm Cabinet

Step 7
400mm Cabinet

Step 7
400mm Cabinet

Step 7
400mm Cabinet

Step 7
300mm Cabinet

Step 7
300mm Cabinet

Step 7
300mm Cabinet

450mm Cabinet
400mm Cabinet
300mm Cabinet

450mm Cabinet
400mm Cabinet
300mm Cabinet

Step 2
400mm Cabinet

Step 2
400mm Cabinet

Step 2
300mm Cabinet

Step 2
300mm Cabinet

Step 2
450mm Cabinet

Step 2
450mm Cabinet

Step 2
400mm Cabinet

Step 2
400mm Cabinet

Step 2
300mm Cabinet

Step 2
300mm Cabinet

Step 2
450mm Cabinet

Step 2
450mm Cabinet

Step 2
400mm Cabinet

Step 2
400mm Cabinet

Step 2
300mm Cabinet

Step 2
300mm Cabinet

Step 2
450mm Cabinet

Step 2
450mm Cabinet

Step 2
400mm Cabinet

Step 2
400mm Cabinet

Step 2
300mm Cabinet

Step 2
300mm Cabinet

Step 2
450mm Cabinet

Step 2
450mm Cabinet

Suitable for the following Cabinet Widths. For Imperial sized cabinets with 5/8” sides please refer to the related Metric positioning:

300mm/12” 400mm/16” 450mm/18”
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345 472
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397 522

606

253 472
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345 472
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397 522
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300mm/12” 400mm/16” 450mm/18”
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Adjust left and right then tighten.
Adjust vertical and tilt

9

Screw Door Arms to cabinet using the
centre slotted holes

x4

1

Attach door arms to the lower tray.

8

Drill bracket holes in cabinet door

x4

12

Install screw covers

3

Drill bracket holes in bottom of cabinet.

x8

6

Measure and mark the centerline and the
horizontal line from the bottom of the door.
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Measure centre of cabinet. Use template to mark
bracket holes with awl in bottom of cabinet.

x8
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Screw the front bracket to the door
Lock vertical and tilt adjustment

x4

x4
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Measure centre of door. Use template to
mark bracket holes with awl on the door.

x4

Slide the lower tray into runners.
Makes click sound.

Screw lower tray to runner.
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Install bin/s
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Screw brackets to bottom of cabinet.
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300mm Caisson

400mm Caisson

450mm Caisson

Centre du Caisson
Centre de la porte

Convient aux largeurs de caissons suivantes. Pour les caisson de dimensions impériales avec des côtés de 5/8 po,
veuillez vous référer au positionnement métrique correspondant.

Fixez les bras de porte au plateau inférieur.

Percez les trous des attaches dans
le fond du caisson

Faites glisser le plateau inférieur dans les coulisses. 
Il s’enclenche avec un clic. 

Vissez le plateau inférieur aux coulisses.

Mesurez et marquez la ligne centrale ainsi que
la ligne horizontale à partir du bas de la porte.

Mesurez le centre de la porte. Utilisez le
gabarit pour marquer l’emplacement des trous
des attaches à l’aide d’un poinçon sur la porte.

Percez les trous des attaches dans la
porte du caisson.

Vissez les bras de porte au caisson à l’aide
des trous oblongs centraux.

Installez les cache-vis.

Installez les bacs..

Ajustez de gauche à droite ----, puis serrez.
Ajustez la hauteur ---- et l’inclinaison ----

Vissez les attaches au fond du caisson.

Mesurez le centre du caisson. Utilisez le
gabarit pour marquer l’emplacement des
trous des attaches à l’aide d’un poinçon

dans le fond du caisson.

Étape 7
450mm Caisson

Étape 7
400mm Caisson

Les instructions s’appliquent aux bacs à
déchets et aux bacs à linge.

Les dimensions peuvent varier
selon les modèles.

Étape 1 & 5

Étape 4

Étape 9 & 11
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300mm Caisson

400mm Caisson

450mm Caisson

Étape 7
300mm Caisson

Étape 7
450mm
Caisson

Étape 7
400mm Caisson

Étape 7
300mm Caisson

Étape 7
450mm Caisson

Étape 7
400mm Caisson

Étape 7
300mm Caisson

Étape 7
450mm
Caisson

Étape 7
400mm Caisson

Étape 7
300mm Caisson
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Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson

Étape 2
300mm Caisson

Étape 2
400mm Caisson

Étape 2
450mm Caisson
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Vissez l’attache avant à la porte. ----
Verrouillez les réglages de hauteur

et d’inclinaison.---
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